
Hose & Tank Systems 
Base Mounted Cylinders 

9PTELEIYYNE FLUID SYSTEMS 
Hyson Produdts 

RD-2150 SAFETY RUPTURE DISC INCLUDED 

“P” STRAIGHT THD. CYLINDER 
O-RING PORT 

ml 

ALTERNATE HOSE PORT LOCATION No.2 

7 

STRAIGHT 
FITTING 
(NF-1000) 
INCLUDED 
IN BASE FOR 

SI 
SQUARE BASE 
AVAILABLE ON 

+- D -4 ALL SIZES 

JPTURE DISC INCLUDED “P” STRAIGHT THD. CYLINDER 
O-RING PORT 

R&2, 5o SAFETy 

t- Y - ROD COMP -DIE OPEN 
EXTENDED POSITION 

ROUND BASE 
“G” STANDARD ON 

HOSE PORT 4 AND 6 TON 
CYLINDERS 

Standard Dimensions 

Max. Force 
at 1500 P.S.I. 
or 103,45 BAR I I K R I I Recommended 

3 P Hose” Model D G H B C 

BCQB 

Square 

MORB 5 

Square 

MORB 1 t 

Square 

MORB 2.5 

Square 

MORB 4s 

Square 

MORB 4 

Round 

MORB 6s 

Square 

MORB 6 

Round 

660 Ibs. 1 1.31 1 .46 2.0 SO 112-20 
SAE 

O-Ring 2.94 kN 133mm 1 12mm 51 mm 13mm 

1178 Ibs. 1 1.60 1 .85 1.38 1 1.62 2.25 112-20 
SAE 

O-Ring 

.50 

5.24 kN 141mm I22mm 35mm I 41mm 57 mm 13mm 

2650 Ibs. 1 2.12 1 1.08 1.38 1 2.12 2.75 112-20 
SAE 

O-Ring 

.62 

11.79 kN (54mm 1 27mm 35mm 1 54mm 70 mm 16mm 

5160 Ibs. 1 2.75 1 1.37 3.5 %EO 
O-Ring 

NH-250 ;30 ( 2-!;2 1 .75 

22.95 kN 170mm 1 35mm 89 mm 19mm 

8124 Ibs. 1 3.56 1 1.86 5.0 3/4-16 
SAE 

O-Ring 

1.0 

36.14 kN 190mm I 47mm 127 mm 25 mm 

81241bs 1 3.56 1 1.86 2.0 I 5.0(dia.) G.O(dia.) 

152 mm 

314-16 
SAE 

O-Ring 

1.0 

25 mm 36.14 kN 190mm 1 47mm 51 mm [ 127mm 

11970 Ibs 1 4.31 1 2.51 2.0 1 4.25 5.5 314-16 
SAE 

O-Ring 51 mm 1 108 mm 25 mm 140mm 

7.0(dia.) 

178 mm 

314-16 
SAE 

O-Ring 25 mm 

l Use the recommended hose listed here if each cylinder is hosed individually to the compression tank. To connect cylinders in series 
see page 20.06.01 for correct hose size. 

Note: All dimensions are nominal unless tolerance is stated. 
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