
Gas Charging M6 
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strdto (U rsquind) Presaun 

Shipped charged at 150 bar/21 75 psi, unless otherwise specified. 

I==7 i 
Flange Mount 

T2-250-6 

Product Specifications 
l Pressure Medium . ..*......,...,......,............................... Nitrogen Gas 

l Charging Pressure Range . . . . . . . . . . . . . . . . . . . . . . . . . Max.: 150 bar/21 75 psi 
Min.: 50 bar/725 psi 

l Maximum Gas Spring Operating Temperature . . . . . . . . . . 80 Co/1 76 F” 

l Maximum Piston Rod Velocity ,.,,,,,.,,,............................ 35m/min 
115 ft./min 

l Maximum Utilized Stroke ..,......,I,........................................ 100% 

l Seal Kit Number ,,,.,,..,.,.,..,.,.,,.........,............. Part No.: T2SK-250 

l Male Quick Disconnect ,,..,.,,,,,..................... Part No.: T2-770-M6 

NOTE: The tapped hole in the piston rod is intended for charging 
purposes only. 

ForlChnmandlOOmmStrokeLmn@h8 

1 I I I I lolaI= 1 mm 

I I I I I I I I I I I2ooo 
.I 

I ‘: F 1MUl *“VW 
. . , 3 

l lOOO 

. 

00 
0 10 20 30 40 so 80 70 80 90 loo 

7hv.l (H of stroke) 

Based on a charge pressure of 150 bar/21 75 psi. 

NOTE: Please contact the factory for longer stroke 
lengths as an option. 

All dimensions are nominal unless tolerance 
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THREADED-BODY 
TE for English Assembly 
TM for Metric Assembly 
English Nut: T2-250-TE 
Metric Nut: T2-250-TM 

M38 x 1.5 
1 l/2-12 UNF 

ADJUSTABLE FLANGE 
English Only: T2-2500FT 

1 l&lPUNF 
k ’ b M8 S.H.C.S. 

1 
r 546 S.H.C.S. 

NOTE: All forces are nominal. NOTE: Teledyne Fluid Systems, Hyson Products 
recommends that all Tanker2 gas springs are 
backed up at all times. 

All dimensions are nominal unless tolerance is 
stated. 
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