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Product Specifications: 
l Pressure Medium . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Nitrogen Gas 

l Charging Pressure Range . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Max.: 150 bar/21 75 psi 
Min.: 50 bar/725 psi 

l Maximum Gas Spring Operating Temperature . . . . . . . . . . . . . . . . . . . 80 Co/1 76 F” 
l Maximum Operating Speed . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 100 strokes/min 
l Maximum Piston Rod Velocity . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 35m/min 

115 ft./min 

l Maximum Utilized Stroke . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 100% 

l Mode of Operation . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Self Contained 

l Seal Kit Number . . . . . . . . . . . . . . . . Part No.: T2SCSK-10,18,47,75,118 & 183 

l Male Quick Disconnect . . . . . . . . . . . . . . . . . . Part No.: T2-770-M6 for T2SC-1000 
Part No.: T2-770-4 for T2SC-1800,4700,7500,11800 & 18300 

l Typical Applications . . . . . . . . . . . Heavy Gauge Blanking, Piercing & Stripping 
Shallow Depth Drawing 

Force Calculation: 

Desired Force = 
Charge Pressure 

150 bar or 2175 psi 
x Force Chart Value 

(daN or Ibs.) (daN or Ibs.) 

All dimensions are nominal unless tolerance is stated. 
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NOTE: Teledyne Fluid Systems, Hyson Products recommends that all Tanker 2 gas springs are backed up at all times. 
All dimensions are nominal unless tolerance is stated. 

I Shipped charged at 150 bar/21 75 psi, unless otherwise specified. 
Metric (M) and English (E) mounting threads available upon request. 
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