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- -TE: 1 112-12 UNF-2B 
-TM: M38 X 1.5 

NOTES: To order, specify suffix -TE for English. 
assembly and -TM for metric assembly. 

One lock nut is included with each 
threaded body spring. 

To order lock nut separately: 
English Part No. 56-072-2013 
Metric Part No. 56-07202013M 

The TNK 4000TE or -TM can be threaded 
into the die gas spring part lrom the 
pision rod end only. 

Part Number Stroke S Contact Force 
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Model IC Stroke in mm Ibs N in* mm** mm I 

*f 0.070 In. l %0.25mm 

Ibs Ibs 
kN kN 

Ibs 
kN 

Ibs 
kN 

Ibs 
kN 

Ibs 
kN 

Ibs 
kN 

Ibs 
kN 

Ibs 
kN 

I 19.1 mm I 3.61 I 4.19 I 4.98 I 6.18 I I I I I I 

1.50 in 810 870 940 1020 7 120 1390 
38.1 mm 3.61 3.88 4.19 4.54 4.98 6.18 

I 2.50 in 
63.5 mm I 

Model Stroke Mount Charge Pressure* 
(inches) 

I I 
max. 138 bar (2000 psi) 

See dimensional FI (modular flange, counterbore I) 
information above FH (modular flange, counterbore H) 

TE (threaded body English) 
TM (threaded body metric) 

+ All Tanker XP Series gas springs are shipped uncharged unless otherwise specified. 

NOTE: All dimensions are nominal unless tolerance is stated, Data shown are typical. Actual data for any particular unit may vary from those shown here. 
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