Mﬂ_ P.O. BOX 1437
/% INC. BRIDGEVIEW, IL 60455-0437

13mm
.50 in.

le—— 102mm 4.00 In. —»

l-‘ 76mm 3.00in. -l

13mm
lr\ T .501n.
Charge Port d
Under Plug 38mm
1.50In.
Pressure Medium......................... Nitrogen
Maximum Charging Counterhore
Pressure ..o, 138 bar/2000 psi 12 S HOS.
Maximum Operating MI2SHGS.
Temperature .............ccceveve. 80°C/176°F
Maximum Utilized Stroke ................ 100% /_\D
Maximum Piston 35 m/min |
Rod Velogity ..........cccooeeninnne 115 ft/min : n
Seal Kit ................. Part No. 57-150-7000 =@E o
Charge Fitting............. Part No. T2-770-4 ! NOTES: To ordar assembled to the spring, specify

E: 1/2-13 Tap .56 Deep -FI after the drop-in part number.

-M: M12 x 1.75 Tap 14 Deep To order the flange separately:
Flange Part No. 56-150-2002
Locking Wire Part No. 56-150-2004

The base of the spring extends past the
76mm bottom of the flange when assembled. The
3.00in. gas spring will sit flush once it is bolted
down. DO NOT GRIND THE GAS SPRING!

19mm .75 in.

38mm 1.50/n.

NOTE: To order, specify -E or -M after the drop-in
part number.

90 sales@matis.com e htip://www.matis.com



