
TOOLING COMPONENTS 
Kwik-Strip@ Stripper Bolts Patent No.:3,418.839 

Selection of Sizes 
Size selections should be based upon thread size. For example, if the application 
would normally call for a 112” stripper bolt (with a 318” thread) use a 518” &ik-Strip 
bolt (with a 318” thread). Kwik-Strip bolts may be shortened by 114” and still h 
sufficient thread d 

Material: 4lL40 
bat Treat: Rc 32-36 

- - - . -.- __ 
PART 

A B NUMBER C D E F a Ttii*ED wT= u 

2 48801 356 .409 =x, sy4 1 X*-l 8. .14 

2x 48802 X6 .409 =s, 3/r 1 #cl8 .17 
3 4ww Y's JmQ T3. x 1 %a-18 .20 

Drill Jigs 

I 4 48805 %a a409 =s, 3/4 1 “/1*-l 8 .26 

4% 48808 %a .409 =x, j/r 1 %-18 .29 

5 4mw %s .4OQ S'L s/r 1 #,-18 .32 

1 2 46608 % .472 1 x, 7 x 1x X -16 .18 

I 3 4&o % .472 1 ‘Id, 7 h 1% X -16 .27 

9c I 3’h 46611 $6 .472 1 )yy, 7 A, u f, -16 .32 

4 lf)612 x .472 1 ‘j,, 7 h 1% X -16 .36 

4% 46613 x .472 1 x, 7 h Yh X -16 .41 

5 46614 x .472 1 ‘Id, 2 1% K -16 .45 

I 2 46615 x ,534 1 x, 1 1% x -13 .26 

I 2% 48816 x .534 1%. 1 wl x -13 .33 

3 46617 'h .534 1x, 1 v!l x -13 .39 

xi 3!h 48618 x .534 1x, 1 l’l, x -13 .46 , 

4 46619 x .534 1 #, 1 v!l x -13 .52 

4x 46820 jj --.534 1x, 1 v!l x -13 .59 

5 48621 '16 .534 1x, 1 l!h x -13 .65 

Position in drilled hole, rotate set screw to lock, 
then proceed to drill 114” key hole to desired depth. 

Counterbore Tools 

I PART 
I 

BOLT 
NUMBER SIZE I 

I I I I 
1 

46641 'A .528 .20 
I46642 # .653 .22 I 
146843 % .778 .24 1 

Precision VI” I.D. drill bushing is include+ 

Properly sized counterbores for installing Jergens kwik strip bolts. I PART 
NUMBER 1 COUNTERBORE 1 
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